
X

L

L = X - 11.61 in
L = X - 295 mm

Shaft lengthDirect operation

Terminal screens

9.7 lb-in 
1,1 Nm
Pozidriv n° 1

HAZARDOUS VOLTAGE .  This  equipment  must  be insta l led and serv iced only  by qual i f ied e lectr ica l  personnel .Turn of f  a l l  power  supply ing this 
equipment  before  working on or  ins ide equipment .Always  use a  proper ly  rated voltage sensing device  to  conf i rm power  is  of f .Replace a l l  devices ,  doors , 
and covers  before  turning on power  to  this  equipment .Failure to follow these instructions will result in death or serious injury.

   DANGER!

Door drilling

I

90°

1.
96

 in
50

 m
m

Ø 1.22 in
Ø 31 mm

4 Ø 0.17 in
4 Ø 4,5 mm

1.96 in
50 mm

O

FASTON 6.35 x 0,8 mm 
for cable 1 - 1,5 mm≤

O

O

O

O

OK NO OK OK OK

004661505 ( 3P )
004661511 ( 4P )

IF NECESSARY

Included

7.12 in
181 mm

11.97 in
304 mm

663.8 lb-in
75 Nm

6.
45

 in
16

4 
m

m

4.17 in
106 mm

1x 2x 3x

O OFF-

Padlocking the handle

min. Ø 0.19 in / Ø 5 mm
max. Ø 0.31 in / Ø 8 mm

Edition 10/14 - Ref. ETI xxxxxxxxx - IS 543581-A (533274-E)

Auxilary contacts 

6 lb-in
0,7 Nm
Pozidriv n° 1

2 W7A8
2 x (2,8 x 0,8 mm)

1

24

004661499

3 x

max. Ø 0.31 in / Ø 8 mm
min. Ø 0.19 in / Ø 5 mm

2

1

Only used with IP65

17.5 lb.in
2 Nm

17.5 lb.in
2 Nm

17.5 lb.in
2 Nm

62 lb.in
7 Nm
Phillips n° 3

ONI

OFFO

LOAD BREAK SWITCH

004661482

O OFF-

Size 10

17.5 lb.in
2 Nm

79.6 lb.in
9 Nm

17.5 lb.in
2 Nm

ONI

OFFO

LBS-PS11 - LBS-TS3200 3P - LBS-TS4P/3200
LBS 2000, 2500, 3200 3P - LBS 2500, 3200 4P



VERSION 01 VERSION 03VERSION 02

VERSION 02

VERSION 03

VERSION 04

VERSION 05

VERSION 07

VERSION 06

VERSION 08

VERSION 01

VERSION 06

VERSION 08VERSION 07

004661458

3 P

004661459 004661468

3 P 4 P

004661460 004661469

3 P 4 P

provided

VERSION N°

01

02

03

04
05

06

08

*
708 lb-in

80 Nm

07

H M12-35  6.8
6 x

H M12-55  6.8
3 x

H M12-55  6.8
5 x

H M12-35  6.8
3 x

H M12-45  6.8
3 x

H M12-65  6.8
5 x

H M12-65  6.8
3 x

A

B

H M12-45  6.8
6 x

H M12

6 x

3 x

5 x

-

-

5 x

3 x

-

Rondelle contact
MOY.M M12
NFE 25 511

12 x

6 x

3 x

3 x

6 x

10 x

6 x

6 x

VERSION 04

A

B

VERSION 05

A

B

8.89 in / 226 mm

12
.2

0 
in

 / 
31

0 
m

m

5.25 in
133,5 mm

3.79 in
96,5 mm

2.34 in
59,5 mm

14
.9

6 
in

38
0 

m
m

16
.5

3 
in

 / 
42

0 
m

m

1.43 in
36,5 mm

2.61 in
66,5 mm

3.80 in
96,5 mm

4.98 in
126,5 mm

6.16 in
156,5 mm

10
.1

5 
in

 / 
25

8 
m

m

4.72 in
120 mm

4.72 in
120 mm

4.72 in
120 mm

4.72 in
120 mm

4.72 in
120 mm

4.72 in
120 mm

6.83 in / 173,5 mm (3P)
9.19 in / 233,5 mm (4P)

9.
84

 in
 / 

25
0 

m
m

3.
81

 in
 / 

97
 m

m

13.6 in / 347 mm (3P)
18.38 in / 467 mm (4P)

15.43 in / 372 mm (3P)
19.37 in / 492 mm (4P)

0.98 in
25 mm

0.98 in
25 mm

1.18 in
30 mm

1.18 in
30 mm

3.54 in
90 mm

0.
59

 in
 

15
 m

m0.
49

 in
 

12
,5

 m
m

Ø 0.49 in
Ø 12,5 mm

* The conditions of use can lead to a 
downgrading.

Maximal current
without 

downgrading

2 x 100x10

2 x 100x10

2 x 100x10

3 x 100x10

3 x 100x10

3 x 100x10

Cu

*

4 x 100x10

Minimum 
connection wit-

hout 
downgrading

I th = 2000 A1

I th = 2500 A2

I th = 3200 A3

2000 A 2500 A 2500 A

2000 A 2500 A 2500 A

2000 A 2500 A 2500 A

2000 A 2500 A 3200 A

2000 A 2500 A 2900 A

2000 A 2500 A 3200 A

2000 A 2500 A 3200 A

1 2 3

Dual dimensions         in

004661597

-

+

004661599

708 lb-in
80 Nm

-

-

-

+

004661600

708 lb-in
80 Nm

-

-

-

provided with 
3200A


